Selecting and replacing the ear adapters | Inserting the earphones into your ears and Replacing the cable | Kabel austauschen | Cleaning | Reinigen | Z1&k95 | BE Specifications | Technische Daten | #&fii7—% | &R

1. Ohradapter wéhlen und austauschen | ER7 2. optimal cable routing | Horer in die Ohren setzen 3. =TI DR | EHEBL | Remplacer le cable | 5. Nettoyage | Limpiar | Limpar | Schoonmaken | B3 | Caractéristiques techniques | Datos técnicos |
SENNHEISER HTR—ERL RT3 | EEMNFREE | und optimale Kabelftihrung | Ay E7?>@H’\g) Cambiar el cable | Substituir o cabo | Pulizia Dados técnicos | Technische specificaties | Dati tecnici
. . Sélectionner et remplacer les adaptateurs d’oreille | RSV ORERT—JIVER | FENBEERE, U& Kabel vervangen | Sostituzione del cavo " — ] - o band
High-end in-ear earphones Seleccionar y cambiar adaptadores para los oidos | FEMNAXHEENLZ | Insérer les écouteurs dans les Transducer principle ynamic, extra wide band (XWB)
Selecionar e substituir os adaptadores auriculares | oreilles et guidage optimal du cable | Colocarse los Transducer size 7 mm
Ooradapters selecteren en vervangen | audifonos en los oidos y guia de cables 6ptima | Frequency response 6 Hz to 20,000 Hz
|E 300 Scelta e sostituzione dei cuscinetti auricolari Coloca.r 0s auriculqres_nos ouvidos e passagem.de Frequency characteristic diffuse-field equalized
cabos ideal | Oortjes in de oren stoppen en optimale Ear counlin inear closed
kabelgeleiding | Inserimento degli auricolari nelle pling ’
orecchie e posizionamento ottimale dei cavi Impedance 16 Q
EN Quick Guide Sound pressure level 124 dB at 1 kHz, 1 Vrms
DE Kurzanleitung Total harmonic distortion < 0.08 % (1 kHz, 94 dB)
JA S EEE Attenuation -26 dB
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ZH_HAN_S r;&ﬁ & * Optional available: Balanced stereo cable Cable O:)r/gi?r;rrr?iz i:ﬁ?g:cceadble (OFC),
FR Guide rapide with 2.5 mm or 4.4 mm jack connector Zarhooks TPU—encased’
ES Instrucciones Silicone

gold-plated; earbud side: MMCX plug;
Connector device side: stereo jack plug,
3.5 mm, unbalanced, 3-pin

Storing and transporting | Aufbewahren und

resumidas
4. transportieren | RECEX | FEHRRED |

PT Guia rapido ®L®®M® @@

- Stockage et transport | Guardar y transportar
NL Beknopte handleiding g port | y p |

Guardar e transportar | Opbergen en vervoeren | Weight (without cable) approx. 4 g each earbud

IT  Guida rapida Custodia e trasporto Operating temperature  -10 °C to +55 °C

Maximum value of the static 0.9 mT

Memory foam magnetic field at the surface

Pin assignment | Steckerbelegung | 757 DEE |
}#HSLACE | Brochage | Asignacion de pines | Pinagem |
Stekkeraansluitingen | Disposizione degli attacchi
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DA Kort vejledning
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Valg og udskiftning af greadaptere | Valja och
1. byta 6ronadaptrar | Korva-adapterien valinta ja
vaihto | ETtAoyn kat avtikatdotaon paglAaplwv
autoV | Wybdr i wymiana wktadek dousznych |
Kulak adaptorlerinin secilmesi ve degistiriimesi |
BbI6Op 1 3aMeHa yLUHbIX Bknaasiweli | EEFNEIHRE
2 | 0/0f OfHE ME 5! WA | Memilih dan mengganti
adaptor telinga
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Iseetning i arerne og optimal kabelfgring | Satta
2. inhorlurarnai 6ronen och optimal kabelféring |

Kuulokkeiden asettaminen korviin ja kaapelin opti-
maalinen kulku | ToTtoB€TNON AKOUOTLKWY OTA AUTLA
Kat BeéAtiotn tomtoBEtnon kaAwsiou | Wkiadanie
stuchawek do uszu i optymalne prowadzenie kabla |
Kulakhklarin kulaklara takilmasi ve en iyi kablo yerlesimi
| BcTaBka HayLWHWKOB B YLUM 1 ONTUMaNbHOe
pacnonoxexve kabens | EMBEESRE, URiF#E
AR EERA | 7ol Ojo|E &) & x[F9| 7|0|Z 2t
Bl | Pasang earphone pada kedua telinga dan pengarah
kabel optimal

Udskiftning af kabler | Byta kabel |
3. Kaapelin vaihto | Avtikatdotaon kaAwsiou |
Wymiana kabla | Kablonun degistirilmesi |
3ameHa kabensa | BIREE | #H0|Z uA |
Mengganti kabel
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* Optional available: Balanced stereo cable
with 2.5 mm or 4.4 mm jack connector

Opbevaring og transport | Forvara och transportera |
4. Sailytys ja kuljetus | ®UAagn kat petapopda |

Przechowywanie i transport | Saklanmasi ve
taginmasi | XpaHeHue v TpaHcnopTupoeka | fEH &%
g | 22 8l 28t | Menyimpan dan mengangkut

Renggring | Rengéra | Puhdistus | KaBaplopog |
Czyszczenie | Temizleme | Ouuctka | &2 |
HA | Membersihkan

Tekniske data | Tekniska data | Tekniset tiedot | Texvika
XapaktnpLotikd | Dane techniczne | Teknik Bilgiler | TexHuueckune
xapakTtepuctukm | 28 | 7|= HI0IE | Data Teknis

Transducer principle dynamic, extra wide band (XWB)

Transducer size 7 mm
6 Hz to 20,000 Hz
Frequency characteristic diffuse-field equalized

Frequency response

Ear coupling In-ear, closed

Impedance 16 Q
Sound pressure level 124 dB at 1 kHz, 1 Vrms
Total harmonic distortion < 0.08 % (1 kHz, 94 dB)

Attenuation -26 dB
oxygen-free copper cable (OFC),
Cable para-aramid reinforced,

earhooks TPU-encased

gold-plated; earbud side: MMCX plug;
device side: stereo jack plug,

3.5 mm, unbalanced, 3-pin

Connector

Weight (without cable)
Operating temperature  -10°C to +55°C

approx. 4 g each earbud

Maximum value of the static

magnetic field at the surface 0.9 mT

Stikkonfiguration | Kontaktschema | Pinnijérjestys | Avtiotoiyion
enagwv Buoparog | Uktad pindw wtykéw | Fig baglama diizeni |
Pa3Bogka LTekepos | }REEACE | ™ 2 | Penempatan steker
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Puhastamine | Tiridana | Valymas | Cisténi | Tehnilised andmed | Tehniskie dati | Techniniai duomenys |
Technické udaje | Technické Gdaje | Mlszaki adatok | Date teh-

nice | TexHn4yeckn gaHHu | Tehnicni podatki | Tehnicki podaci

Korvaadapterite valimine ja vahetamine | Ausu Kdrvaosade kdrva panemine ja kaabli optimaalne Kaabli vahetamine | Vada nomaina | Kabelio kei-

1. adapteruizvéle un nomaina | Ausies adap- 2. paigutus | Austinu ielikSana ausis un optimala vada 3. timas| Vyména kabelu | Vymena kabla | Kabel 5. Cistenie | Tvisztl'tés | Curatarea | MouncTBaHe |
cseréje | Inlocuirea cablului | CMaHa Ha ka6enn |
Menjava kabla | Zamjena kabela

Cisgenje | Cigéenje

izvietosana | Ausiniy jdéjimas j ausis ir optimalus
kabelio valdymas | VlozZeni sluchatka do usi a optimalni
vedeni kabelu | VloZenie slichadiel do usi a optimalne
vedenie kabla | A fiilhallgato behelyezése a fiilbe és op-
timalis kabelvezetés | Introducerea castilor in urechi si

terio pasirinkimas ir keitimas | Vybér a vyména
nausniho adaptéru | Vyber a vymena usného adaptéra |
Fiiladapter kivalasztasa és cseréje | Alegerea siinlo-
cuirea adaptoarelor pentru urechi | U36op n cmMaHa Ha
aganTtepw 3a ywwu | Izbira in menjava usesnih ¢epkov |
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High-end in-ear earphones

Transducer principle dynamic, extra wide band (XWB)

Transducer size 7 mm
6 Hz to 20.000 Hz

Frequency response

IE 300

Lihijuhend

Isa instrukcija
Trumpoji naudojimo
instrukcija

Struény navod k
pouziti

Struény navod

Rovid utmutato
Instructiuni succinte
KpaTko pbKkoBOACTBO
Kratka navodila
Kratke upute
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Odabir i zamjena usnog adaptera
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ghidarea optima a cablului | MocTaBeTe cnywankute B
ywmnTe cn 1 npekapanTe kabena onTmumanHo | Vstav-
ljanje slusalk v uSesa in najboljSa napeljava kabla |
Stavljanje sluSalica u usi i optimalno polaganje kabela
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* Optional available: Balanced stereo cable
with 2.5 mm or 4.4 mm jack connector

Hoidmine ja transport | Glabasana un
4. transportéSana | Laikymas ir transportavimas |
Uschovani a preprava | Uchovavanie a preprava
| Tarolas és szallitas | Depozitarea si transportarea |
CbxpaHeHuve v TpaHcnopT | Shranjevanje in prenasanje
| Cuvanje i transport

Frequency characteristic

diffuse-field equalized

Ear coupling

In-ear, closed

Impedance

16 Q

Sound pressure level

124 dB at 1 kHz, 1 Vrms

Total harmonic distortion

<0.08 % (1 kHz, 94 dB)

Attenuation

-26 dB

oxygen-free copper cable (OFC),

Cable para-aramid reinforced,

earhooks TPU-encased

gold-plated; earbud side: MMCX plug;
Connector device side: stereo jack plug,

3.5 mm, unbalanced, 3-pin

Weight (without cable)

approx. 4 g each earbud

Operating temperature

-10°C to +55°C

Maximum value of the static
magnetic field at the surface

0.9 mT

Pistikukontaktide paigutus | Spraudnu funkcijas | Jungties
priskyrimas | Schéma pin( konektoru | Obsadenie zastréky
| Csatlakozokiosztas | Alocarea pinilor | Pasnpegenenuve
Ha koHTakTuTe | Dodelitev vticev | Raspodjela utikaca
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